
•  Removes condensate from 
ductless mini-split wall and ceiling 
mounted air conditioners and 
concealed fan coil equipment

•  Quiet operation 
• 21 dB(A)
•  Elastomeric passive vibration 

isolator used to dampen pump 
vibration

•  Wall bracket for pump and 
reservoir included

•  Thermal protection: 80°c
•  1.5m power cable
•  1m cable between the pump and 

reservoir
•  Ambient temperature range: 

0°c-60°c
•  Maximum water temperature: 60°c

•  Clear reservoir
• On/off level sensors with high 

water safety sensor
• Extra large filter screen
•  Drain hose adaptor (14mm, 

16mm, 18mm and 20mm)
•  Simple to open and maintain 

the reservoir

• Braided hose 
• Cassette adaptors
• Inaba Denko trunking
• S&V adaptor

Reservoir dimensions (H) Reservoir dimensions (L) Reservoir dimensions (W)

84mm 46mm 38mm

Part code Max. lift Discharge size IP Amps Volts Hz High level alarm Weight (pump only)

EC-1 10m 1/4” 20 0.1A 230V 50Hz NC* 230V / 8A 0.8kg

EC-1 - MINI PUMP

FEATURES

EC-1 TECHNICAL DATA SHEET
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Quiet, small and reliable
This evolution of the mini pump from Little 
Giant, offers an easy to install and super 
quiet solution to condensate removal from 
mini-split air conditioners. Ideal for fan-coil 
and split air conditioning. Retrofits mini 
pumps with or without trunking.

RESERVOIR 
FEATURES

RELATED 
PRODUCTS

MAX. FLOW 10 LPH DECIBEL RATING 21 dB(A)

EC-1
 

PUMPS

Mini Condensate Pump

* NC – Normally Closed

46mm

104mm

58mm

The DiversiTech International sales team are available to answer your questions or queries on 
this product. Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send 

an email to sales@diversitech.com or visit www.diversitech.global

INSTALL

Glaisdale Drive East
Nottingham NG8 4LY 
United Kingdom


