
REDBOX-1L-S TECHNICAL DATA SHEET

REDBOX-1L-S
PUMPS

1 litre condensate pump

 

MAX. FLOW 280 LPH TANK CAP. 1L DECIBEL RATING 44 dB(A)

•  Supplied with both 3/8” and 1/4” 
removable check valves

• Four inlet holes
• Metal hang tabs
• Vibration Isolation on feet

• 1 litre tank pump
• 3/8” check valve
• 1/4” check valve 
• 3 inlet caps  
• Installation instructions

• Braided hose
• S&V adaptor
• Cassette adaptors

Part code Max. lift Discharge size Watts IP Amps Volts HZ

REDBOX-1L-S 5.1m 3/8” / 1/4” 60W 20 1.0A 230V 50Hz

High level alarm Inlet height fr. base Weight Cable length Drink cycle On level Off level Reserve before overflow Alarm level 

230V / 3A 112mm 2.3kg 1.8m 460ml 15.5mm 6mm 140ml 25mm

REDBOX-1L-S  - 1 LITRE CONDENSATE PUMP

FEATURES

The DiversiTech RedBox 1 Litre Tank Pump 
is a condensate tank pump with a flow 
rate of 280 LPH and a lift of 5.1 metres. 
This pump has metal mounting tabs which 
allows the tank to be screwed to the wall. 
The universal power lead makes the pump 
easy to install, service and retrofit. 
The unique LED indicators highlight when 
the pump has power, is running and when 
the high level alarm has been activated.

THE PACKAGE RELATED 
PRODUCTS

120mm

150mm

300mm

POWER ON LED RUN LED ALARM LEVEL LED 2M POWER LEAD PLUG

The DiversiTech International sales team are available to answer your questions or queries on 
this product. Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send 

an email to sales@diversitech.com or visit www.diversitech.global
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