
•  1/4 turn, easy service check valve 
(both 3/8” and 1/4” supplied with 
pump)

•  Patent-pending cooling design 
extends life

•  External test/run switch
•  Rubber feet to absorb vibration
• Slimmer footprint offers flexibility in 

tight spaces
•  Removable high level alarm switch

•  1.4 litre tank pump
• 4 x rubber feet
• Steel wall mounting bracket
•  3/8” twist lock check valve 
•  1/4” twist lock check valve 
• Removable high level alarm

• Non-return valves
• Braided hose
• Cassette adaptors
• S&V adaptors

Part code Max. lift Discharge size PSI Watts IP Amps Volts Hz

VCMX-20S 4.8m 3/8” / 1/4” 9.1 75W 20 0.6A 230V 50/60Hz

High level alarm Inlet height Weight Cable length Drink cycle On level Off level Reserve before overflow Alarm level

48V / 5A 86mm 1.9kg 1.9m 350ml 42mm 27.5mm 460ml 58.5mm

VCMX-20S - 1.4 LITRE TANK PUMP

FEATURES

VCMX-20S TECHNICAL DATA SHEET
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No pump is easier to install or service!
The NXTGen out smarts and outlasts them 
all. Designed by engineers at Little Giant, a 
partnership for success. Ideal for cassette 
air conditioning, refrigeration and boilers.

THE PACKAGE

RELATED 
PRODUCTS

MAX. FLOW 284 LPH TANK CAP. 1.4L DECIBEL RATING 58 dB(A)

VCMX-20S
 

PUMPS

1.4 Litre Condensate Tank Pump

165mm

260mm
122mm

The DiversiTech International sales team are available to answer your questions or queries on 
this product. Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send 

an email to sales@diversitech.com or visit www.diversitech.global

INSTALL

Glaisdale Drive East
Nottingham NG8 4LY 
United Kingdom


