
• Extremely flammable gas
• Contains gas under pressure; may explode if heated
• Wear protective gloves
• Never expose cylinder to  heat, hot surfaces, sparks, open flames and 

other ignition sources
• No smoking
• Do not pierce or burn, even after use
• Eliminate all ignition sources if safe to do so
• Protect from sunlight.  Store in a well-ventilated place
• Never expose to temperatures exceeding 49°C / 120°F
• Do not transport in luggage or take on trains or aircrafts
• DO NOT REFILL
• To discard contact local refuse, hauler or recycle centre.  Never put in a 

fire or incinerator.  Do not puncture

Part code Description Size Barcode

MAP+ MAP+ - Propane, Propene & Dimethyl Ether Mixture 453g 5051391006053

MAP+ BRAZING GAS

HANDLING & STORAGE

CLASSIFICATION, LABELLING & 
PACKAGING (CLP)

MAP+ INFORMATION SHEET

Map+ is Propane, Propene and Dimethyl Ether Mixture -  
a high quality gas for soldering and brazing.
For professional use only.
Use only with torches designed for MAP GAS.  Never use with 
standard propane appliances such as lanterns, stoves, torches 
etc.

MAP+
ACCESSORIES

Brazing Gas

 

SERVICE
MAINTENANCE

The DiversiTech International sales team are available to answer your questions or queries on 
this product. Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send 

an email to sales@diversitech.com or visit www.diversitech.global

Glaisdale Drive East
Nottingham NG8 4LY 
United Kingdom


