
 S&V ADAPTORS TECHNICAL DATA SHEET

 

•  Simply and easy to fit
• Made out of stainless steel
• Provides a fixing point for 1/4” (6mm) and 3/8” (10mm) hose to soil and vent pipes
• Available in single bags / packs of three

Part code Description Pump type application

SV-ADAPTOR Universal SV pipe adaptor - Self sealing 1/4” or 3/8” - Pack of one All pumps

SVA-3 Universal SV pipe adaptor - Self sealing 1/4” or 3/8” - Pack of three All pumps

SV-ADAPTOR-6 SV pipe adaptor - Self sealing 1/4” - Pack of one All pumps

SVA-6-3 SV pipe adaptor - Self sealing 1/4” - Pack of three All pumps

S&V ADAPTORS

FEATURES

INSTALLATION ADVICE

Stainless steel self-sealing  
hose adaptors
The S&V adaptors from Pump House 
are a quick and easy method to connect 
a drain hose to a soil and vent stack. 
This product comes in packs of three, 
or as a single item. The design provides 
a perfect fixing point for 1/4” and 3/8” 
hose. Simply insert the rubber end of the 
adaptor into a hole, twist to secure and 
tighten, which forms a seal.

STEP ONE STEP TWO STEP TWO

1. Drill 13mm hole in the soil and vent pipe for SV-ADAPTOR. 
Drill 10mm hole for SV-ADAPTOR-6.

2. Insert the rubber end of the adaptor in to the hole. 3. Twist to secure the fixing point for the hose. Tighten to seal.

SV-ADAPTOR-6

SV-ADAPTOR

S&V ADAPTORS
ACCESSORIES

The DiversiTech International sales team are available to answer your questions or queries on 
this product. Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send 

an email to sales@diversitech.com or visit www.diversitech.global

INSTALL
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