
• Barbed intake and discharge for 
easy connection of 3/8” drain 
hose

• Double-insulated motor
• Temperature up to 48ºC
• Weight of 1.23kg
• High-pressure of 35psi
• 1/4” bypass
• Rubber AV mounting washers

• Refrigeration condensate 
pump

• Installation instructions

• Dairy cabinet pumps
• K-KLAMP
• Evaporator tray
• Fan motors

Part code Description Max. head Outlet Volts Hz AMPS

DCP-P High-pressure pump 25 metres 3/8” 240V 50/60 0.62

DCP-P - HIGH-PRESSURE PUMP

FEATURES

DCP-P TECHNICAL DATA SHEET

M
E

TR
E

S
 H

E
A

D

CAPACITY (LPH)

0 200 400 600 800

5

10

20

15

25

A high-pressure pump with the 
DiversiTech seal of approval!
This non-submersible, high-pressure 
pump with a nylon pump head, 3/8” O.D. 
intake and discharge connections, and a 
double-insulated motor.
This is a replacement pump for all Pump 
House dairy cabinets DCP-30A, E and V.

THE PACKAGE

RELATED 
PRODUCTS

MAX. FLOW 700 LPH

DCP-P
PUMPS

HIGH-PRESSURE PUMP

 

The DiversiTech International sales team are available to answer your questions or queries on 
this product. Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send 

an email to sales@diversitech.com or visit www.diversitech.global

Glaisdale Drive East
Nottingham NG8 4LY 
United Kingdom
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