
• Ultra quiet – 19 dBA 
• Multiple mounting options 
• Ultra quiet piston technology (UQT)
• Built-in debris filter at inlet hole 
• Comes with safety switch 
•  Effective continuous 6 metre lift

• Tank Pump 
• Installation Instructions

• Braided hose
• S&V adaptor
• Cassette adaptors 
• Squeezy fit

WHISPA-Q-TANK - 1L/2L CONDENSATE TANK PUMP

FEATURES

WHISPA-Q-TANK TECHNICAL DATA SHEET
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WHISPA-Q-TANK PUMP
The Whispa-Q TANK Pumps are designed 
to provide ultra-quiet running utilising the 
new ultra-quiet piston technology (UQT) 
along with a stylish sleek ultra-cool design. 
These tank pumps offer easy installation, 
hassle free maintenance and serious ultra 
quiet pumping for the future. 
Perfect for those installations in quiet 
locations - hotels, theatres, bedrooms and 
meeting rooms.

THE PACKAGE

RELATED 
PRODUCTS

MAX. FLOW 14 LPH DECIBEL RATING 19 dB(A)

WHISPA-Q
PUMPS

1L/2L Condensate Tank Pump

 

1L

2L

FEATURES THE NEW 
ULTRA-QUIET PISTON 
TECHNOLOGY

Model WHISPA-Q-1L WHISPA-Q-2L

Max. flow 14 lph 14 lph

Max. head 6m 6m

Volts 220-240V 220-240V

Hz 50Hz 50Hz

Amps 0.027A 0.027A

Watts 6W 6W

dB(A) 19 19

Model WHISPA-Q-1L WHISPA-Q-2L

Tank capacity 0.6L 2.2L

OD outlet 1/4” 1/4”

Length 170mm 250mm

Width 81mm 135mm

Height 127mm 165mm

Weight 0.76kg 1.14kg

The DiversiTech International sales team are available to answer your questions or queries on 
this product. Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send 

an email to sales@diversitech.com or visit www.diversitech.global
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Glaisdale Drive East
Nottingham NG8 4LY 
United Kingdom


